
      

Specifications   

Nominal Voltage  2V  

Nominal Capacity   282Ah (8Hr to 1.75 V/cell @ 77°F  

Dimensions 
 Length 

Width 
Height (with Terminal) 

6.69 inches 
5.91 inches 
13.27 inches 

Weight  41.9lbs.  

Container Material  ABS (VO flame retardant case and cover optional)  

Hardware / Torque Rating  M6 / 35-48 in-lbs.  

Preferred Operating Temp.  68-77 °F  

Operating Temp Range 
 Discharge: -15~50°C (5~122°F) 

Charge: 0~40°C (32~104°F) 
Storage: -15~40°C (32~104°F) 

 

Internal Resistance  Approx. 1.08mOhms  

Max. Discharge Current  800A (5s)  

Float Voltage  2.25V at 77°F   

Equalize Voltage  2.35V at 77°F  
Max. Charge Current Allowed  2100 Amps  

Self Discharge 
 The GGM  series batteries may be stored for up to 6 months 

at 25°C (77°F) and then a freshening charge is required. 
For higher temperatures the time interval will be shorter. 

 

Constant Current Discharge (Amperes) at 25°C (77°F)   

F.V/Time 20 min 30 min 45 min 1h 2h 3h 4h 5h 6h 8h 10h 

1.85 V/cell 261.0 205.2 156.4 135.9 86.7 66.1 54.8 47.3 40.8 32.6 28.2 

1.80 V/cell 299.7 229.2 172.8 150.0 93.9 70.8 58.1 49.7 42.9 34.2 29.4 

1.75 V/cell 336.6 252.0 186.4 160.2 99.5 74.8 60.8 51.6 44.4 35.3 30.0 

1.70 V/cell 362.7 270.0 198.0 169.8 105.5 77.9 62.8 53.2 45.9 36.3 30.7 

1.65 V/cell 377.1 280.8 205.2 176.0 108.2 80.4 64.4 54.3 46.7 36.8 31.1 

1.60 V/cell 408.6 300.0 220.4 186.9 112.5 83.6 66.8 56.0 47.8 37.5 31.7 

Constant Current Discharge (Watts)) at 25°C (77°F)   

F.V/Time 20 min 30 min 45 min 1h 2h 3h 4h 5h 6h 8h 10h 

1.85 V/cell 330.4 261.6 200.6 200.6 112.1 85.7 71.2 61.7 53.5 42.9 37.2 

1.80 V/cell 374.4 289.4 219.6 219.6 120.8 91.4 75.2 64.7 56.0 44.8 38.7 

1.75 V/cell 415.8 314.7 234.7 234.7 127.6 96.4 78.6 66.8 57.7 46.2 39.5 

1.70 V/cell 443.2 334.8 248.4 248.4 134.6 100.1 80.9 68.7 59.6 47.5 40.4 

1.65 V/cell 455.5 343.5 255.1 221.7 137.4 102.9 82.7 69.9 60.4 48.0 40.8 

1.60 V/cell 488.1 364.6 272.6 234.2 142.2 106.5 85.5 71.9 61.7 48.8 41.5 

Applications 
 
● Telecommunications 
● Utility 
● UPS 
● Oil and gas 
● Railways 
 
 

GGM SERIES-Flat Plate Gel Batteries 
GGM-300 (2V300AH) 
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