
 

Specifications   

Nominal Voltage  2V  
Nominal Capacity   1000 Ah (8 Hr to 1.75 V/cell @ 77°F)  

Dimensions 
 Length 

Width 
Height (with Terminal) 

 7.32  inches 
 9.02  inches 
22.28 inches 

Weight  136.4 lbs.  
Container Material  ABS (VO flame retardant case and cover optional)  
Hardware / Torque Rating  M8 / 98-130 in. lbs.  
Preferred Operating Temp.  68-77 °F  

Operating Temp Range 
 Discharge: -15~55°C (5~130°F) 

Charge: 0~40°C (32~104°F) 
Storage: -15~40°C (32~104°F) 

 

Internal Resistance  Approx. 0.18mOhms  
Max. Discharge Current  8000A (5s)  
Float Voltage  2.25V at 77°F   
Equalize Voltage  2.35V at 77°F  
Max. Charge Current Allowed  200 Amps  

Self Discharge 
 The AGM series batteries may be stored for up to 6 months 

at 25°C (77°F) and then a freshening charge is required. 
For higher temperatures the time interval will be shorter. 

 

Constant Current Discharge (Amperes) at 25°C (77°F) 

F.V/Time 15 min 30 min 45 min 1h 2h 3h 4h 5h 6h 8h 10h 

1.85 V/cell 810 627 531 463 317 240 196 167 146 118 98.8 

1.80 V/cell 953 713 603 525 351 261 212 178 154 123 103 

1.75 V/cell 1021 761 639 552 362 267 216 182 158 125 104 

1.70 V/cell 1085 826 678 585 376 274 220 185 160 127 105 

1.65 V/cell 1147 903 724 616 390 286 228 190 164 129 107 

1.60 V/cell 1218 990 780 652 401 294 232 192 166 130 108 

Constant Current Discharge (Watts) at 25°C (77°F) 

F.V/Time 15 min 30 min 45 min 1h 2h 3h 4h 5h 6h 8h 10h 

1.85 V/cell 1539 1208 1000 865 624 505 415 347 302 249 212 

1.80 V/cell 1762 1398 1171 1010 673 535 439 366 320 264 224 

1.75 V/cell 1869 1496 1256 1097 699 551 446 376 327 270 228 

1.70 V/cell 1953 1591 1340 1163 731 562 453 383 337 276 230 

1.65 V/cell 2007 1645 1388 1209 761 574 465 391 345 281 232 

1.60 V/cell 2071 1712 1450 1248 794 589 475 401 352 287 238 

Applications 
 
● Telecommunications 
● Utility 
● UPS 
● Oil and gas 
● Railways 
 
 

E-AGM SERIES-Long Life Standby Batteries 
E-AGM-1000 (2V1000AH) 
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