
 

Specifications   

Nominal Voltage  2V  
Nominal Capacity   1200Ah (8 Hr to 1.75 V/cell @ 77°F)  

Dimensions 
 Length 

Width 
Height (with Terminal) 

 8.86  inches 
 9.02  inches 
22.28 inches 

Weight  165 lbs.  
Container Material  ABS (VO flame retardant case and cover optional)  
Hardware / Torque Rating  M8 / 98-130 in. lbs.  
Preferred Operating Temp.  68-77 °F  

Operating Temp Range 
 Discharge: -15~55°C (5~130°F) 

Charge: 0~40°C (32~104°F) 
Storage: -15~40°C (32~104°F) 

 

Internal Resistance  Approx. 0.17mOhms  
Max. Discharge Current  9600A (5s)  
Float Voltage  2.25V at 77°F   
Equalize Voltage  2.35V at 77°F  
Max. Charge Current Allowed  240 Amps  

Self Discharge 
 The AGM series batteries may be stored for up to 6 months 

at 25°C (77°F) and then a freshening charge is required. 
For higher temperatures the time interval will be shorter. 

 

Constant Current Discharge (Amperes) at 25°C (77°F) 

F.V/Time 15 min 30 min 45 min 1h 2h 3h 4h 5h 6h 8h 10h 

1.85 V/cell 972 752 638 556 380 288 235 200 175 141 119 

1.80 V/cell 1143 855 724 630 422 314 254 214 185 147 124 

1.75 V/cell 1226 914 767 663 435 321 259 219 189 150 125 

1.70 V/cell 1302 991 814 702 451 328 264 222 192 152 126 

1.65 V/cell 1376 1083 868 739 467 344 274 228 197 154 128 

1.60 V/cell 1462 1188 936 783 481 353 278 231 199 156 129 

Constant Current Discharge (Watts) at 25°C (77°F) 

F.V/Time 15 min 30 min 45 min 1h 2h 3h 4h 5h 6h 8h 10h 

1.85 V/cell 1866 1464 1200 1049 756 612 498 420 366 302 257 

1.80 V/cell 2136 1695 1405 1224 816 648 526 444 388 320 271 

1.75 V/cell 2266 1814 1507 1330 847 668 535 456 396 328 276 

1.70 V/cell 2368 1929 1608 1410 886 682 544 464 408 335 278 

1.65 V/cell 2432 1994 1666 1466 923 696 558 474 418 340 281 

1.60 V/cell 2510 2075 1739 1513 962 714 570 486 427 348 288 

Applications 
 
● Telecommunications 
● Utility 
● UPS 
● Oil and gas 
● Railways 
 
 

E-AGM SERIES-Long Life Standby Batteries 
E-AGM-1200 (2V1200AH) 
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