
 

Specifications   

Nominal Voltage  2V  
Nominal Capacity   1500Ah (8 Hr to 1.75 V/cell @ 77°F)  

Dimensions 
 Length 

Width 
Height (with Terminal) 

10.45  inches 
  9.02  inches 
 22.28 inches 

Weight  202.4 lbs.  
Container Material  ABS (VO flame retardant case and cover optional)  
Hardware / Torque Rating  M8 / 98-130 in. lbs.  
Preferred Operating Temp.  68-77 °F  

Operating Temp Range 
 Discharge: -15~55°C (5~130°F) 

Charge: 0~40°C (32~104°F) 
Storage: -15~40°C (32~104°F) 

 

Internal Resistance  Approx. 0.14mOhms  
Max. Discharge Current  12000A (5s)  
Float Voltage  2.25V at 77°F   
Equalize Voltage  2.35V at 77°F  
Max. Charge Current Allowed  300 Amps  

Self Discharge 
 The AGM series batteries may be stored for up to 6 months 

at 25°C (77°F) and then a freshening charge is required. 
For higher temperatures the time interval will be shorter. 

 

Constant Current Discharge (Amperes) at 25°C (77°F) 

F.V/Time 15 min 30 min 45 min 1h 2h 3h 4h 5h 6h 8h 10h 

1.85 V/cell 1215 940 797 695 475 360 294 250 219 177 148 

1.80 V/cell 1429 1069 905 787 527 392 318 267 232 184 154 

1.75 V/cell 1532 1142 959 829 544 401 323 273 236 188 157 

1.70 V/cell 1628 1238 1017 878 564 410 330 278 240 190 158 

1.65 V/cell 1720 1354 1085 924 584 430 342 285 246 193 160 

1.60 V/cell 1827 1485 1170 979 601 442 347 289 249 195 161 

Constant Current Discharge (Watts) at 25°C (77°F) 

F.V/Time 15 min 30 min 45 min 1h 2h 3h 4h 5h 6h 8h 10h 

1.85 V/cell 2309 1812 1500 1298 936 757 622 520 453 374 318 

1.80 V/cell 2643 2098 1756 1515 1010 802 658 549 480 396 336 

1.75 V/cell 2804 2244 1884 1645 1048 827 668 564 490 405 342 

1.70 V/cell 2930 2387 2010 1745 1096 843 680 575 505 414 345 

1.65 V/cell 3010 2468 2083 1814 1142 861 698 587 517 421 347 

1.60 V/cell 3107 2568 2174 1873 1191 884 713 601 529 431 356 

Applications 
 
● Telecommunications 
● Utility 
● UPS 
● Oil and gas 
● Railways 
 
 

E-AGM SERIES-Long Life Standby Batteries 
E-AGM-1500 (2V1500AH) 
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