7 SBS

STORNGE BATTERY SYSTEMS Lol

Specifications

Nominal Voltage 2V
Nominal Capacity 2000Ah (8 Hr to 1.75 V/cell @ 77°F)
Length 13.74 inches
Dimensions Width 9.17 inches
Height (with Terminal) 22.28 inches
Weight 266.2 Ibs.

E-AGM SERIES-Long Life Standby Batteries

E-AGM-2000 (2V2000AH)

Container Material

ABS (VO flame retardant case and cover optional)

Hardware / Torque Rating

M8 /98-130 in. Ibs.

Preferred Operating Temp.

68-77 °F

. Discharge: —15~55°C (5~130°F)

Operating Temp Range Charge: 0~40°C (32~104°F)
Storage: —15~40°C (32~104°F) o Telecommunications

Internal Resistance Approx. 0.11mOhms o Utility
Max. Discharge Current 16000A (5s) o UPS
Float Voltage 2.25V at 77°F o Qil and gas
Equalize Voltage 2.35V at 77°F o Railways
Max. Charge Current Allowed 400 Amps

The AGM series batteries may be stored for up to 6 months

Self Discharge at 25°C (77°F) and then a freshening charge is required. enscrane | AN
For higher temperatures the time interval will be shorter. 1
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Constant Current Discharge (Amperes) at 25°C (77°F)

F.V/Time 15 min 30 min 45 min 1h 2h 3h 4h 5h 6h 8h 10h
1.85 V/cell 1620 1253 1063 927 634 479 392 334 292 236 198
1.80 V/cell 1905 1426 1207 1049 703 523 424 356 309 246 206
1.75 V/cell 2043 1523 1279 1105 725 535 431 364 315 250 209
1.70 V/cell 2170 1651 1356 1170 752 547 441 37 320 254 210
1.65 V/cell 2293 1806 1447 1232 779 573 456 380 328 257 214
1.60 V/cell 2437 1980 1560 1305 802 589 463 385 332 260 215

Constant Current Discharge (Watts) at 25°C (77°F)

F.V/Time 15 min 30 min 45 min 1h 2h 3h 4h 5h 6h 8h 10h
1.85 V/cell 3079 2416 2000 1731 1247 1010 830 693 604 499 424
1.80 V/cell 3524 2797 2341 2020 1346 1069 877 733 640 529 447
1.75 V/cell 3738 2992 2512 2194 1398 1103 891 752 653 541 455
1.70 V/cell 3907 3183 2679 2327 1462 1125 907 766 673 552 459
1.65 V/cell 4013 3291 2777 2418 1522 1148 931 782 689 561 463
1.60 V/cell 4142 3423 2899 2497 1588 1178 950 802 705 574 475
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