
 

Specifications   

Nominal Voltage  2V  
Nominal Capacity   3000Ah (8 Hr to 1.75 V/cell @ 77°F)  

Dimensions 
 Length 

Width 
Height (with Terminal) 

19.53 inches 
14.29 inches 
14.70 inches 

Weight  385 lbs.  
Container Material  ABS (VO flame retardant case and cover optional)  
Hardware / Torque Rating  M8 / 98-130 in. lbs.  
Preferred Operating Temp.  68-77 °F  

Operating Temp Range 
 Discharge: -15~55°C (5~130°F) 

Charge: 0~40°C (32~104°F) 
Storage: -15~40°C (32~104°F) 

 

Internal Resistance  Approx. 0.10mOhms  
Max. Discharge Current  24000A (5s)  
Float Voltage  2.25V at 77°F   
Equalize Voltage  2.35V at 77°F  
Max. Charge Current Allowed  600 Amps  

Self Discharge 
 The AGM series batteries may be stored for up to 6 months 

at 25°C (77°F) and then a freshening charge is required. 
For higher temperatures the time interval will be shorter. 

 

Constant Current Discharge (Amperes) at 25°C (77°F) 

F.V/Time 15 min 30 min 45 min 1h 2h 3h 4h 5h 6h 8h 10h 

1.85 V/cell 2435 1884 1602 1393 952 721 589 501 439 354 297 

1.80 V/cell 2863 2143 1819 1577 1057 786 637 535 464 369 310 

1.75 V/cell 3070 2289 1928 1661 1089 804 648 548 474 376 314 

1.70 V/cell 3262 2482 2045 1759 1131 822 662 557 481 381 316 

1.65 V/cell 3447 2714 2182 1851 1171 861 686 571 493 387 321 

1.60 V/cell 3662 2976 2352 1961 1205 885 696 579 499 390 323 

Constant Current Discharge (Watts) at 25°C (77°F) 

F.V/Time 15 min 30 min 45 min 1h 2h 3h 4h 5h 6h 8h 10h 

1.85 V/cell 4619 3624 3009 2596 1871 1515 1245 1040 906 748 636 

1.80 V/cell 5287 4196 3523 3030 2020 1604 1316 1099 959 793 671 

1.75 V/cell 5608 4489 3780 3291 2097 1654 1337 1129 980 811 683 

1.70 V/cell 5860 4775 4032 3490 2193 1687 1360 1150 1010 829 689 

1.65 V/cell 6021 4937 4178 3627 2283 1723 1396 1173 1034 842 695 

1.60 V/cell 6214 5136 4362 3746 2382 1767 1426 1203 1057 861 713 

Applications 
 
● Telecommunications 
● Utility 
● UPS 
● Oil and gas 
● Railways 
 
 

E-AGM SERIES-Long Life Standby Batteries 
E-AGM-3000 (2V3000AH) 
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