
www.sbsbattery.com	 1-800-554-2243			          sbs@sbsbattery.com

ST
T2

V1
20

0 
(2

V1
31

0A
H)

STT Series-Tubular Flooded Batteries
STT2V1200 (2V1310AH)

Specifications
Nominal Voltage 2V

Nominal Capacity @ 77˚F (25˚C)
1310 AH (8 hr. to 1.75 V/cell)
1695 AH (48 hr. to 1.80 V/cell)
1908 AH (120 hr. to 1.85 V/cell)
1985 AH (240 hr. to 1.85 V/cell)

Length
Width
Height (with vent cap)

8.27 inches (210mm)
10.9 inches (277mm)
27.6 inches (701mm)

Weight Without Electrolyte 150.2 lb. (68.1kg)
With Electrolyte 203 lb. (92.0kg)

Electrolyte / Cell 52.8 lb. (24.0kg)
5.1 gallons

Container & Cover Material Styrene-acrylonitrile (SAN), Impact Resistant

Positive Plate Construction Lead-Selenium / Low Antimony Tubular

Negative Plate Construction Pasted Flat Radial

Post Design Leak-Proof with Brass Insert

Hardware / Torque Rating M10 / 180–221 in. lb.

Preferred Operating Temp. 68˚ to 77˚F (20˚ to 25˚C)

Operating Temp. Range -4˚ to 130˚F (-15˚ to 55˚C)

Internal Resistance Approx. 0.34mΩ

Short Circuit Current 8850 Amps

Float Voltage 2.23V at 77˚F (25˚C)

Equalize Voltage 2.33 to 2.40V at 77˚F (25˚C)

Max. Charge Current Allowed 360 Amps

Self Discharge
The STT Series batteries may be stored for up to 6 months 
at 77˚F (25˚C) and then a freshening charge is required.  
For higher temperatures the time interval will be shorter.

Constant Current Discharge (Amperes) at 77˚F (25˚C)
F.V/Time 15 min 30 min 1 hr 1.5 hr 2 hr 3 hr 4 hr 5 hr 6 hr 8 hr 10 hr 20 hr 24 hr 48 hr 72 hr 100 hr

1.70V/cell 1051 881 675 546 456 350 289 241 212 167 144 78.0 — — — —

1.75V/cell 913 787 626 515 438 341 282 235 206 164 139 76.6 — — — —

1.80V/cell 754 661 544 466 402 321 268 227 201 161 136 75.4 67.26 37.71 26.47 19.70

1.83V/cell 651 581 490 426 373 300 252 216 193 156 131 72.9 64.52 36.51 25.75 19.22

1.85V/cell 589 527 455 396 346 283 242 207 185 149 127 70.6 61.97 35.32 25.02 18.74

Applications
•• Utility
•• Telecommunications
•• Solar/Photovoltaic
•• Oil and gas
•• Railways
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